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Material

Protection grade

Cold rolled steel sheet

Surface treatment

Etch primer for box body and door plate; powder 

coating for outside;

RAL7032 or RAL7035 texture optional;

galvanized mounting plate 

IP65

Standard configuration
Door plate,box body,sealing strip,mounting plate,

door lock

Plate thickness

Box body:1.5mm

Door plate:1.5mm

Mounting plate:2.0mm

Height(mm) Width(mm) Depth(mm)
LMS-2520/150 250 200 150

LMS-3025/150 300 250 150

LMS-3025/200 300 250 200

LMS-33/150 300 300 150

LMS-33/200 300 300 200

LMS-43/150 400 300 150

LMS-43/200 400 300 200

LMS-44/200 400 400 200

LMS-46/250 400 600 250

LMS-46/300 400 600 300

LMS-54/150 500 400 150

LMS-54/200 500 400 200

LMS-54/250 500 400 250

LMS-55/250 500 500 250

LMS-64/250 600 400 250

LMS-64/150 600 400 150

LMS-64/200 600 400 200

LMS-65/250 600 500 250

LMS-65/150 600 500 150

LMS-65/200 600 500 200

LMS-66/250 600 600 250

LMS-75/300 700 500 300

LMS-75/200 700 500 200

LMS-86/200 800 600 200

LMS-86/250 800 600 250

LMS-86/300 800 600 300

LMS-88/200 800 800 200

LMS-88/300 800 800 300

Item No.
Dimensions
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    Customer design is appreciated 

 

Height(mm) Width(mm) Depth(mm)
LMS-88/300 800 800 300

LMS-106/250 1000 600 250

LMS-106/300 1000 600 300

LMS-108/250 1000 800 250

LMS-108/300 1000 800 300

LMS-1010/300 1000 1000 300

LMS-128/300 1200 800 300

LMS-1210/300 1200 1000 300

Item No.
Dimensions
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